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CS CHECK VALVE FLANGE TYPE CL150
Swing Check Valve  ·  Carbon Steel A216 WCB  ·  Bolted Cover  ·  Flanged ASME Class 150

BRAND: SW FLOW CONTROLS SKU: p-0017 SIZE 2"  TO 12" CLASS 150 /  19.6  BAR

FIG. 1  |  CS SWING CHECK VALVE, FLANGED CLASS 150

P R O D U C T  OV E RV I E W

The SWBM CS Check Valve Flange Type CL150 is a swing type non-
return  valve  for  preventing  reverse  flow  in  flanged  process  and  utility
pipelines. A hinged disc swings open under forward flow and returns to its
seat  under  gravity  and  back  pressure  when  flow  stops  or  reverses,
protecting pumps, compressors and equipment.

The body and cover are cast carbon steel to ASTM A216 WCB. The disc
and Stellite faced seat ring give a hard, wear resistant seal, and the bolted
cover gives access to the disc and hinge for in-line inspection. Raised face
flanges are drilled to ASME B16.5 Class 150.

Valve type Swing check, bolted cover

Operation Automatic, flow actuated

Body material Carbon steel, ASTM A216 WCB

End connection Flanged RF, ASME B16.5 Class 150

Pressure rating ASME Class 150

Size range 2" to 12" (DN50 to DN300)

T E C H N I CA L  S P E C I F I CAT I O N

Design standard ASME B16.34

Face to face ASME B16.10

Flange drilling ASME B16.5 Class 150

Flange face Raised face

Seating Metal to metal

Trim 13Cr / Stellite

Testing API 598

Shell test 29.4 bar (1.5 x rating)

Seat test 21.6 bar (1.1 x rating)

Temperature range -29°C to +425°C

Installation Horizontal, or vertical upward flow

Cover Bolted
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B I L L  O F  M AT E R I A L S

FIG. 2  |  SECTIONAL ARRANGEMENT, FLOW LEFT TO RIGHT

# COMPONENT MATERIAL

1 Body ASTM A216 WCB

2 Cover ASTM A216 WCB

3 Disc ASTM A216 WCB, 13Cr faced

4 Seat ring ASTM A105, Stellite faced

5 Hinge ASTM A216 WCB

6 Hinge pin ASTM A576 1020

7 Cover gasket Spiral wound, 304 + graphite

8 Cover bolt / nut ASTM A193 B7 / A194 2H

RTJ and butt weld ends, and alternative trims for sour or high temperature service,
can be offered against enquiry.

D I M E N S I O N S  A N D  W E I G H T S

SIZE DN L RF (MM) L RTJ (MM) BORE (MM) H (MM) D (MM) PCD (MM) N X ØD WEIGHT (KG)

2" 50 203 216 51 132 152 120.7 4 x 19 15

2.1/2" 65 216 229 64 147 178 139.7 4 x 19 20

3" 80 241 254 76 176 190 152.4 4 x 19 27

4" 100 292 305 102 198 229 190.5 8 x 19 45

5" 125 330 343 127 255 254 215.9 8 x 22 58

6" 150 356 368 152 320 279 241.3 8 x 22 69

8" 200 495 508 203 380 343 298.5 8 x 22 131

10" 250 622 635 254 440 406 362.0 12 x 25 219

12" 300 699 711 305 480 483 431.8 12 x 25 321

L = face to face length (RF or RTJ) to ASME B16.10, Bore = internal bore, H = centreline to top of cover, D = flange outside diameter, PCD = bolt circle diameter, n x Ød =
number and diameter of bolt holes, Class 150. Dimensions and weights are nominal and are given for guidance only. Certified drawings for the supplied make and size are
issued on request. 1.1/2" can be offered against enquiry.

O R D E R I N G  I N FO R M AT I O N

FIELD OPTIONS

Product code p-0017

Size 2", 2.1/2", 3", 4", 5", 6", 8", 10", 12"

Flange Class 150 RF, ASME B16.5. RTJ on request

Trim 13Cr / Stellite standard

Order example p-0017 / 6" / CL150 RF / WCB

Stock held in Dubai for fast despatch across the UAE and GCC. Contact our sales desk for pricing, availability, project quantities and certification requirements.
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P R E S S U R E  A N D  T E M P E R AT U R E

-29°C to +38°C 19.6 bar (285 psi)

+100°C 17.7 bar

+200°C 13.8 bar

+425°C 5.5 bar

Pressure and temperature ratings for ASTM A216 WCB to ASME B16.34, standard
class. Do not use above +425°C for prolonged service due to graphitisation of carbon
steel.

C O M P L I A N C E  A N D  Q UA L I T Y

Design to ASME B16.34

Face to face to ASME B16.10

Flanges to ASME B16.5 Class 150, raised face

Inspection and testing to API 598

100% shell and seat tested prior to despatch

Bolted cover for in-line inspection

Material test certificate EN 10204 3.1 on request

T Y P I CA L  A P P L I CAT I O N S

Oil and gas production and transfer lines

Refinery and petrochemical process piping

Steam, condensate and boiler feed systems

Power plant and utility services

Water treatment and pumping stations

General industrial and marine piping

I N S TA L L AT I O N  A N D  O P E R AT I O N

Flush the line thoroughly before installation to clear debris and
weld slag

Install with the flow arrow on the body pointing in the direction of
flow

Install in horizontal lines with the cover uppermost, or in vertical
lines with upward flow only

Allow a straight run of pipe between the valve and any pump,
elbow or reducer where possible

Tighten flange bolts evenly in a crosswise sequence

Inspect the disc, seat and hinge pin periodically through the
bolted cover

CO M PA N Y

Sunel Wala Building Materials
Trading Co. LLC (SWBM)
Dubai, United Arab Emirates

SA L E S  E N Q U I R I E S

info@swbm-fittings.com
Tel: +971 4 238 5652
Mobile / WhatsApp: +971 50 748 1772

O N L I N E

www.swbm-fittings.com
Brand: SW Flow Controls

The information in this data sheet is provided in good faith and is believed to be accurate at the date of issue. Dimensions, weights and ratings are nominal and may vary with the
manufacturer and production batch. It remains the responsibility of the purchaser to confirm that the product is suitable for the intended service conditions. Sunel Wala Building Materials
Trading Co. LLC reserves the right to amend specifications without prior notice. This document does not form part of any contract of sale.
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